Cety of Costa Mesa Budlding Division
RETAINING WALLS

1 =
2 #3 BARS oo éiﬁ—: ETEIEE
. /m
#3 BARS 24" 0.C. A-cralll
=
6” CONCRETE v A1
MASONRY g-Ha=
WALL ALL CELLS 140 ‘
FILLED SOLID ¥ %
WITH GROUT Gl =
**OMIT HEAD : 5
JOINT IN FIRST ' 3
COURSE AT 32" b
0.C. FOR WEEP Dol .
HOLE 2t
@ ] 2m
GRADE % #3BARS @24” O.C.

li=ill=

POUR FOOTING
AGAINST
UNDISTURBED
NATURAL SOIL

“*SUBJECT TO ADJACENT PROPERTY OWNER'S APPROVAL

NOTES:

1. Retaining wall shall be grouted solid.
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Reinforcing splices in masonry shall be lapped not less than 15", in concrete not less than 12",

Omit mortar at head joints of first course at 32" o.c.

Inspection required prior to grouting cells.
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4. Mortar shall be no leaner than 3 to 1.
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Retaining walls greater than 4'-0" in height or with surcharge loads other than shown above shall be fully
engineered by a licensed engineer.

7. Retaining walls with standard concrete block walls or fences of any materials constructed above, shall be
fully engineered by a licensed engineer.

8. A survey of the lot may be required by the building official to verify that the structure is located in
accordance with the approved plans (2001 CBC, Section 108.1).

SPECIFICATIONS:

CONCRETE: 2500 psi at 28 days.
BLOCK: Grade N, Type 1 A.S.T.M. C-90.
REINFORCING: Grade 40 A.S.’T.M. A615.
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